
Product Datasheet 20875.135.30500

FOLAJET WO-P

White Opaque Polyester Film for Ink Jet Printers

A nanoporous coated gloss white opaque film for the production of high resolution
photographic poster prints, point of sale and pop up display panels. The film offers
improved light stability and water resistance when used in combination with
pigmented inks. Images dry super fast due to a highly porous coating ensuring
production speeds are optimised. Folajet WO-P is tear resistant, offers a wide colour
gamut and good lamination properties.

THERMAL PIEZO PIGMENT LATEX DYE
INSTANT
DRY

Characteristic

Suitable for Thermal Ink Jet printer
Suitable for Piezo Ink Jet printer
Suitable for pigment inks which offers improved light stability
Suitable for Latex printers
Suitable for Dye Ink
Instant dry coating
Improved water resistance
Brilliant colour prints
Good scratch resistance
Good ink absorption
High resolution
Excellent outstanding durability of the prints when using pigmented inks

Finish

White opaque, gloss surface
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Specifications

Coating frontside For Ink Jet
Print side Glossy-white side
Base material Polyester film
Width (mm) 1067
Length (m) 20
Width (inch) 42.01
Length (ft) 65.62
Base/Nominal thickness (mm) 0.16
Base/Nominal thickness (mil) 6.4
Packing quantity 1

Compatibility

Suitable for most large format Ink Jet printers using waterbased dye or pigment inks
Not compatible with oil and solvent based systems.

Handling

Between 15-30°C and 30-70% r.h.
A preconditioning period of 24 hours within the printing environment is
recommended.
Avoid fingerprints on printing side.
Printer Mode: photo quality, coated paper, o.e.
Lamination: cold laminates possible, Hot lamination: tests based on the application
temperature might be necessary.
Ink Load: approx. 260 - 300% (may vary according to ink system and RIP calibration).

Storage

Store in a cool and dry place at a room temperature of 15 - 25°C and at a humidity of
30 - 60%.
Unopened in original packaging storage time is minimum 1 year after shipment
(under recommended storage conditions).

Further Articles

Rolls

Art. Number Base/Nominal
thickness (mm)

Width
(mm)

Length
(m)

20875.135.36100 0.160 610 30

20875.135.39200 0.160 914 30

20875.135.30700 0.160 1067 30

Folex AG, Bahnhofstrasse 92, CH-6423 Seewen-Schwyz, Tel. +41 41 819 39 39, Fax +41 41 810 01 35
www.folex.com, marketing@folex.ch

14.02.2012 Update PDF Show online

http://www.folex.com/htm/580/en/Product-detail.pdf?Tab=Downloads&Article=47527&ReturnLink=579&Structure=16711
http://www.folex.com/htm/580/en/Product-detail.htm?Tab=Downloads&Article=47527&ReturnLink=579&Structure=16711


20875.135.32200 0.160 1270 30
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